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Settings menu>factory reset
Restore factory default settings
1. In the settings submenu, short press the Up  or Down Button to 

select the factory reset menu item.
2. Short press the Menu Button to enter the factory reset 

submenu. 
3. Two options, Yes and No, appear; Yes will restore factory 

settings and No will 
cancel the operation. No is selected by default.
4. Short press the Menu Button to confirm cancellation of the 

factory reset and return to the submenu; OR
5. Short press the Up  or Down Button to move to Yes and short 

press the Menu Button to select Yes to confirm the factory reset. 
Factory settings will be restored and the RS75R will reboot automati-
cally.

NOTES: 
• There is a short pause before the factory restart begins. Do not 

press any buttons during this time.
• A factory reset cannot be undone. 
• The settings listed below will be reset to the factory defaults: 
• Imaging mode: White hot
• Display Brightness: 3
• Image Sharpness: 3
• Magnification: 2×
• Ultra-Clear mode: On                    • Reticle Type: 1
• WiFi: Off                                              • Reticle Color: Black
• Calibration: Automatic                 • Microphone: Off
• Digital Compass: Off                      • Standby: Off
• Gravity Sensor: Off                         • Date: 2020:01:01
• Zeroing Profile: A                            • Time: 00:00

• Language: English
• Status Bar: Show
• WiFi SSID: RS75R_XXXXX-XXXXXX
• WiFi Password: 12345678
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Settings menu>info

Show device information

1. In the settings submenu, short press the Up  or Down Button 

to select the info menu item.

2. Short press the Menu Button to enter the info submenu. 

3. The info submenu will display the following information about 

the RS75R: the product model, GUI version, SYS Info, boot version, 

SW, PN, and SN numbers, hardware version, and FCC ID.

4. Long press the Menu Button to exit and return to the home 

screen.

Basic inspection

It is recommended to carry out a technical inspection before 

each use. Please check the following: 

• The rifle scope appearance: there should be no cracks in the 

body, or visible damage.

• The condition of the objective lens and eyepiece: there should 

be no cracks, greasy spots, dirt or other deposits on the lens.

• The internal rechargeable battery pack should be fully charged.

• The control buttons should be in working order.


